
Vetri Lux
Glossy vibe



Naturale 120x120/48”x48” Lucido R Vetri Lux
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Fondi/Plain Tiles/Fonds/Grundfliesen/Fondsen/Fondos

Bianco 120x120/48”x48” Lucido R NQ31

Naturale 120x120/48”x48” Lucido R NQ32

Gres porcellanato/Porcelain stoneware/Grès cérame fin vitrifie
Feinsteinzeug/Porseleingres/Gres porcelánico

Bianco 120x278/48"x110" Lucido R  NP38

 6 mm

120x278/48"x110" Lucido R 

 9 mm

120x120/48"x48" Lucido R 

Naturale 120x278/48"x110" Lucido R  NP40

Rivestimenti/Wall coverings/Revêtements/Wandfliesen/Wandtegels/Revestimiento Vetri Lux
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Bianco 120x120/48”x48” Lucido R — 120x278/48”x110” Lucido R Vetri Lux
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Decori/Decorative Motif/Decors/ 
Dekore/Decoraties/Decoraciones

Bronzo 60x60/24”x24” Lucido R — Piet 30x60/12”x24” Lucido R

Piet 30x60/12”x24” Lucido R NQ87

Vetri
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Imballi/Packing/Emballage/Verpackungseinheiten/Verpakking/Embalajes

pcs x 
box

m2 / m x 
box

kg x 
box

box x 
pallet

m2 x 
pallet

kg x 
pallet

120x278/48”x110” 1 3,3360 49,56 18 60,05 892,08

120x120/48”x48” 2 2,8800 58,00 20 57,60 1160,00

30x60/12”x24” 7 1,2600 25,00 40 50,40 1000,00

Naturale  120x278/48”x110” Lucido R

For USA, Canada and 
Oceania markets

Vetri is not recommended for the exterior horizontal surfaces or exterior paving,  
and it is not recommended for ramps application.

Vetri LUCIDO is recommended for interior walls and exterior walls both in residential and 
commercial applications.

Vetri LUCIDO finish is not recommended for floors.

Warning 

The LUCIDO (Glossy) finish does not meet the minimum 
coefficent of friction, according to the most relevant 
national standards for antislip resistance (as per 
example: ANSI 137.1-2012 / BOT3000; b.C.R.A. REP. 
CEC/81; DIN 51130; DIN 51097). 

Caratteristiche/Features/Caracteristiques/Eigenschaften/Eigenshappen/Características

UNI EN ISO 10545/7 UNI EN ISO 10545/14 UNI EN ISO 10545/15 B.C.R.A. Rep. CEC/81 ANSI A137.1-2012 (BOT3000)

PEI V (>12000 rev)  
Bianco, Naturale

Conforme / Compliant Pb < 0,01 mg/dm2

Cd < 0,001 mg/dm2

Non conforme / Failed Non conforme / Failed

Vetri NCS

Bianco S 1000-N

Naturale S 2005-B80G

Corrispondenze cromatiche / Colour matches / Correspondances chromatiques / Chromatische 
Entsprechungen / Chromatische correspondenties / Correspondencias cromáticas.

NCS - Natural Colour System  
property of and used on licence 
from NCS color AB, Stockholm, 
Sweden (2019)

Vetri Lux
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refin.it

Ceramiche Refin 
SpA

t +39 0522 990 499
f ita +39 0522 849 270
f exp +39 0522 990 578
e info@refin.it

Showroom aziendale
Via G. Ambrosoli, 2
Salvaterra
42013 Casalgrande (RE) 
Italia

Sede legale
Via I Maggio, 22 
Salvaterra 
42013 Casalgrande (RE) 
Italia


